
• Three(D550+) or Six (D650+) channels 
 
• Modifiable treatment parameters 
 
• Target and Target Sweep functions 

The target feature allows to precisely position the beat frequency without 
repositioning the electrodes in quad-polar mode. Increases efficiency and  
facilitates the interferential treatment. 

 
• Lightweight and portable unit 

Size: 25 x 24 x 8 cm; Weight: 2 kg (4.6 lbs) 
 
• Solid construction 

Metal Case 
 
• Two-year warranty 

Dynatron D550 & D650plus 
Electrotherapy units 

Web Site : www.erp.ca  
email : info@erp.ca  

3232 autoroute Laval West   
Laval, QC  H7T 2H6       

Tel.:     
Fax :  

(450)687-0780     
(450)687-8035         

1.800.361.3537 
1.800.789.8035 

ERP2363P 
ERP2366P 
 
 
ERP2339-10 
ERP2365 
ERP2365-10 
ERP2365-11 
ERP2365-12 
 

D550plus Electrotherapy unit 
D650plus Electrotherapy unit 
 
Accessories 
Microcurrent probe kit 
High volt probe 
Applicator tip 2’’ for high volt probe 
Applicator tip 5/8’’ for high volt probe 
Applicator tip 2 x 1½’’ for high volt probe 
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The Dynatron 550+ has three treatment  
channels: two Interferential Therapy channels and 
one dedicated High Volt channel. 

The Dynatron 650+ has six treatment channels: 
four Interferential Therapy channels and two dedi-
cated High Volt channels. 

Also included: Target and Target Sweep features that allow focusing treatment at the site of pain.   


