
Cat6 RJ45 Modular Connector Plug with Load Bar,
Solid or Stranded Conductor Round Cat6 Wire
MODEL NUMBER: N230-100

  

Description
Tripp Lite Cat6 RJ45 plugs can be used with Solid or Stranded conductor Cat6 wire. Included Load-Bars add to ease of termination and virtually foolproof

results. Staggered Up-Down design for enhanced performance and reduction of Near End Cross-talk ( NEXT). 50 micro-inch gold contacts for durability and

longevity. Polycarbonate housing, UL94-V2. 

Features
Unshielded Cat6 RJ45 plug with Load-Bar for easy termination

50 micron Gold plating

Use with Solid or Stranded conductor 4-pair Cat6 cable

Staggered nose pattern reduces NEXT

Works with most available RJ45 crimp tools ( excluding AMP )

Specifications

OVERVIEW

Intended Application Termination of Cat6 patch cables

Cable Type CAT6 / CAT6E / CAT6A

UPC ASSIGNMENT

Unit Carton UPC# 037332173201

PHYSICAL

Style Cat6

Highlights
100 Pack Cat6 RJ45 Plug with

Load Bar

50 Micron Gold Contacts

Staggered design reduces NEXT

Package Includes
 100 each RJ45 Cat6 Plugs and

Load-Bars 
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CONNECTIONS

Connector A
RJ45 (MALE)

WARRANTY

Product Warranty Period (Worldwide) Lifetime limited warranty

Related Items
Required Products

Model Number Description Qty.

N222-01K-BL 1000-ft. Cat6 Gigabit Bulk Solid PVC Cable- Blue 1

Optional Products

Model Number Description Qty.

N030-010 10-Pack of RJ45 Plugs for Solid / Stranded Conductor 4-pair Cat5e Cable 1

More information, including related products, owner's manuals, and additional technical specifications, can be found online at: 

http://www.tripplite.com/sku/N230-100.
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