
LED TV Quick Start Guide

What’s in the box?

Wall Mounting Pattern

Front/Top View and Controls

Rear View and Sockets

Attaching the stand
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Important Note:

If you do not have an Internet connection or if you have any problems installing this product,  
please call the UPSTAR Toll Free:1(877)908-6777  at  9AM to 5:30PM.

Congratulation on your new USPSTAR LED TV purchase. Thank you for your support, We hope you 
enjoy your new UPSTAR LED TV. To download an Instruction manual from the Internet please go to 
WWW.UPSTARUSA.COM and select Service.
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Remote ControlConnection Suggestions

 

Safety Precautions

6 7 8 9

A warning that an apparatus with CLASS I construction shall be connected to a MAINS socket outlet with
a protective earthing connection.

WARNING:

Basic Use
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2.Use the◄/  ►  buttons to select you're your main menu option and press ENTER.

Starting up the HDTV  
 1. Make sure your power cable is connected and the standby red light in the front of the TV is lit up. 
 2. Check all your connection cables off the side or the back of your TV and also your AV devices.
    Make sure they are all connected securely. 
 3. Turn on your TV and other AV devices if necessary. Powering the LED TV

Power on /off 
Press the POWER button on the TV /remote control to turn the LED TV on , 
press the POWER button on the TV / remote control again to turn the LED TV off.

1.Press the SOURCE button on the bottom of the TV or the SOURCE 

   button on the remote control and  you will see the picture left.

2.Use ▲/▼buttons to select the source what you want to switch to . 

   Press ENTER button to confirm .

Selecting Input Source 

OSD (On Screen Display) Options 

1. Press MENU button to open the menu,the On Screen Display(OSD) will appear on the screen

PICTURE SOUND  CHANNEL  PARENTAL  SETUP OTHERS

1. Fix the neck to the TV using the four screws. 2. Fix the stand base and metal sheet to 
    the neck using the three screws.

You’ll need: Phillips screwdriver and a soft surface to lay the TV on. Carefully place your TV face-down on a cushioned, clean surface to protect the screen from 
                      damages and scratches.

3. To remove the stand, guidance as follow: Power off the TV
     and disconnect the power cord plug. Place the TV host on 
     your desktop as screen faces down. Remove screws in the
     neck of image 1.
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Quick Start Guide 
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In TV mode, under ATV channel switches the Stereo, Mono 
and SAP. Under DTV channel switches the Audio Language. 


