
Tray design for MRK-320ST-BK

Support one 3.5" SATA I/II/III or SAS I/II Hard Drives

Strong and Durable Aluminum Tray design

Ball Bearing Cooling Fan to keep hard drive Cool

EZ Swap Design for Off-Site and Critlcal Data 

Model:

Device Support: 

Device Size:

Internal Interface:

External Interface:

HD Capacity:

Material: 

Dimension:

Weight:

OS Support:

MRK-320ST-BK*C

SATA I/II/III or SAS I/II Hard Drives

3.5" 

SATA / SAS*

SATA / SAS*

Up to 6.0TB using 3.5" drive**

Aluminum

188 x 146.4 x 42 mm

1.7 LB (771g)

Microsoft Windows XP, Vista 7, 8, 8.1, Mac OSX, Linux

* You can mix SATA and SAS drives in the 
Mobile Rack unit, but the SATA drives HAVE 
to be connected to SATA controller and SAS 
drives HAVE to be connected to SAS 
controller. SAS drive only support Primary 
Channel.

** Current maximum drive capacity available 
from drive manufacturers. Please check our 
website www.vantecusa.com for any updates 
to the latest capacity supported.

Specifications:

Windows® XP, Vista, 7, 8, 8.1 / Mac OSX / Linux OS
MRK-320ST-BK Mobile Rack Receiver unit

System Requirement

MRK-320ST-BK*C Hard drive Tray, 1 Set of screws for mount Hard drive into the Tray, Quick Installation Guide

Package Contents

Send us an e-mail at: inquiry@vantecusa.com
All Registered Trademarks Belong To Their Respective Companies                                                             Copyright © 2014 Vantec Thermal Technologies. All Rights Reserved.

www.vantecusa.com


